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	При использовании Дисплея с низкой  освещенностью, некоторые радио имеют жужжание(гул) на сигнале передачи (во всех модах)при уровне Dimmer <4.
Remove all of the bigger screws on top case and bottom case, the 4 small one on top are for the speaker, leave them untouched, but take care of the speaker cable.

When case is removed, put the radio on the edge of your work bench and let the front panel assy look over the edge. then lift the 2 plastic ears of the front panel assy up with your fingernails and tilt the front panel some degrees towards yourself..

Carefully turn the radio upside down (2 ears on top must keep their position) and do the same with the lower ears. then the front panel will come off the radio. don't let it fall down, the flat cable on the back side can not hold the panel and will be damaged.

Turn the front panel to see the back side, the pictures show the panel with the upper side up, you can compare with yours to check the right position.
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On the right lower side behind the mic jack there is a capacitor to be removed, A106 is the label.
Left to this position one of the springs with p/n R0154650 is to be soldered. bend the spring 45 degrees upward, about 2mm away from the edge.
The 2mm will be in the solder, the rest will be the arm for ground contact on the shield plate on the main chassis.

On the left side of the panel 2 springs have to be mounted in same manner, but take care of the different board layouts in the series. The solder pads exist, but the capacitors are not mounted. one of the capacitors is reversed. do NOT solder the spring on the plus contact, this will damage your radio!

After the springs are soldered check their angle before attaching the front panel back to the main cassis. take care of the flat cable and don't forget to plug it in!

Reassemble the case and have fun with your radio....

Mit freundlichen GrьЯen / best regards

Angelika Junge
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